
M
A

D
E IN

 G
ERM

A
N

Y
BEST IN  
ITS CLASS

Maximum Clamping Force.
Maximum Flexibility.

 RVM
HIGH CLAMPING  
FORCE
Up to 80 kN and up  
to 10% higher total  
clamping force than  
comparable products

MAXIMUM  
FLEXIBILITY
Large clamping range  
for a wide variety  
of workpieces

EASY TO OPERATE
High clamping force  
with only 100 Nm  
operating torque

QUICK CHANGEOVER
Application-oriented  
jaw change system  
for short setup times

OPTIMUM TOOL  
ACCESSIBILITY
Compact design  
for 5-axis machining



FIVE GOOD REASONS  
TO CHOOSE THE RVM:

Designed for the Reality of  
5-Axis Machining. The RVM.
The RVM was developed for demanding clamping 
applications in 5-axis machining. Workpieces of varying 
sizes and complex geometries can be clamped quickly 
and securely without time-consuming changeovers. 
The freely adjustable clamping center allows easy 
adaptation to changing workpieces and supports the 
economical production of single parts, prototypes, and 
small batches.Thanks to its sophisticated design, the 

RVM provides the foundation for precise machining 
results and reliable clamping processes. The combina-
tion of high clamping force, ease of operation, and fast 
adaptability makes it a versatile solution for modern 
manufacturing applications. Rely on the proven quality 
of RÖHM and benefit from a 5-axis vise that delivers 
high precision and economical machining, even when 
workpieces change frequently.

CHANGE JAWS IN SECONDS 
Less setup time,  
more machine uptime

FOR HEAVY-DUTY MACHINING
Up to 40 kN clamping force per jaw for  
stable machining processes

LARGE ADJUSTMENT RANGE
95 mm jaw stroke for maximum  
workpiece flexibility

COMPACT AND RIGID
125 mm jaw width with minimal  
interference contour

FLEXIBLE INTEGRATION
Center clamping plates, T-slot mounting  
or zero-point clamping systems
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FACTS AND FIGURES
Technical Data RVM

Jaw Width 125 mm

Clamping Range, Step Jaw 7 - 174 mm

Clamping Range, Block Jaw 0 - 195 mm

Clamping Force per Jaw 40 kN

Operating Torque 100 Nm

Weight 31,9 Kg

Versions Part No. 184666 (∅ 16 mm mounting bore)

Part No. 184717 (∅ 13,5 mm mounting bore)
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USA

Roehm Products of America Inc.
2500 Northlake Drive
Suwanee GA 30024
TEL +01 770 963 8440
FAX +01 770 963 8407
sales@rohm-products.com
www.rohm-products.com

UK

ROHM (Great Britain) LTD.
27 Webb Ellis Business Park,
Woodside Park,
Rugby, CV21 2NP
TEL +44 17 88 22 84 69
roehmgb@roehm.biz
www.roehm.biz/en

GERMANY

RÖHM GmbH
Heinrich-Roehm-Straße 50
89567 Sontheim/Brenz
Germany
TEL +49 7325 16 400
sales@roehm.biz
service@roehm.biz

https://www.roehm.biz/en/products/vises/rvm-5-axis-azentric-vise/

